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INDUSTRIAL PARTS & EQUIPMENT

Alarms
Alarmes
Alarme

ackup Alams . Alarmes de recul . Riickfahralarme

Backup Alarm
Alarme de recul . Riickfahralarm
115-000-929

Technical Characteristics
Caractéristiques techniques . Technische Eigenschaften

/ Sound Pressure Level | --4p 14543 \

Niveau sonore . Schalldruckpegel

Nominal Voltage 12 ... 24Vpc

Tension (nominal) . Nennspannung

Nominal Current 70mA ... 330mA

Intensité (nominal) . Nennstrom

Operating Temperature -40°C ... 77°C

Températures d’utilisation . Betriebstemperatur
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Frequency | 1100Hz ... 1400Hz

Fréquence . Frequenz

Housing Material | ¢p Nylon

Matériau du boitier . Material des Gehduses
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Protection Cass | |p g7
Indice de protection . Schutzart

Approvals/ Certifications CE, E11, SAE J994

Certification . Zertifikate
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Dimensions | 104mm x 41mm x 69mm /

K Dimensions . MaRe

Technical Drawing
Schéma Technique . Technische Zeichnung
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EFA Germany: +49 (0)30 890 95 025 - Fax: +49 (0)30 890 95 026 EFA France: +33 (0)2 47 61 78 50 - Fax:+33(0)2 47 61 78 51
E-mail: efa@efa-berlin.com - www.efa-berlin.com E-mail: efa@efa-france.com - www.efa-france.com




